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Magic 1D and Magic Chemi software are incorporated as standard package for advanced image capture and 
process.

Multi-Purpose Imaging System

KETA M for general multi-image detect
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Features

Applications
Drug discovery, Biotechnology company
Education, university, academic and research institute
Analytical chemistry/�
�����������(�������
Enzyme reaction, immunology
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Filter Dye/stain

WK 101 EtBr/�)3$"�#�����5!55/�)3$"�#���/�)3�"�"��!"�(�!6�����

WK 102 )3$"�#�����5!55/�)3$"�#���/�)3$"�)���/���#0�

WK 103 EtBr/�)3$"�#�����5!55/�)3$"�#���/�)3�"6�"��!"�(�!6�����/�0����������!0578

WK 104 )3�"6�"�(y, EtBr

WK 105 )3�"6�"��/�"�������"��/ Texas Red
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Ordering Information
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1153001 Magic 1D gel analysis software for single user key only

1153002 Magic 1D gel analysis software for three user keys

1153005 Magic Chemi software package, single user key only

1153006 Magic Chemi software package, three user keys

1153011 Prodigy SameSpots 2D Software package (manual alignment)

1153012 Progenesis SameSpots 2D Software package (auto alignment)

1153013 Fingerprinting, RFLP, VNTR dendrograms package

1146001 UV/White light converter plate

1146021

1146003 Digital thermal printer

1155002 AS 100 motorized sample stage (factory install)

1155006 MC 100-1 Multi Color W/G/B/UV (365nm) instead of MC100 W/R/G/B as Epi source (factory install)
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KETA ML

 K16C II
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2/3"

1360 x 1024

>80dB

6.45 x 6.45

2- stage Peltier

  55

Motorized

Standard

MD-25K

Standard

Option

Standard

Windows XP, Vista, 7, 8
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460x450x725 (WxDxH)

47.2

KETA M

 K16C
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2/3"

1360 x 1024

>72dB

6.45 x 6.45

Peltier

  55

Motorized

Standard

MD-25K

Standard

Option

Standard

Windows XP, Vista, 7, 8
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460x450x725 (WxDxH)

47.2
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